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662222  XXMM  
 

AWS A 5.14: ER NiCrMo-10  ISO 18274: S-Ni 6022    
 

 

DESCRIPTION 
Nickel alloyed welding wire for welding steels such as C-22, 625, Incoloy 25-6 and 
Incoloy 825. Similar to C4 and C-276 alloys but with higher Cr that makes it useful in a 
broader spectra. Its very much suited for dissimilar welds of stainless, nickel, carbon 
steel and other low alloyed steels. The high Cr-halt combined with tungsten and Mo 
gives a very good resistance to corrosion and rust. 

WELDING POSITIONS CURRENT SHIELDING GAS 

 

DC+ M12, I3 

MECHANICAL PROPERTIES 

Rm  (Mpa) Rp 0,2 (Mpa) A5 (%) KV(J) 
730 490 38 -196°C- <100 

CHEMICAL ANALYSIS(%) 
C Mn Si Ni Cr W Mo Fe 

0,05 0,2 0,05 rest 22,0 3,0 14,0 4,6 
PACKAGING 

Dimension (mm) 0,8 1,0 1,2  

Box (kg) 15 15 15  
EQUIVALENT CONSUMABLES 

MMA Meltolit 622 XE 
TIG Meltolit 622 XM 

FCW Meltolit 622 FCW 
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