
 
Meltolit AB - J A Gahms gata 4 - 421 31  Västra Frölunda - info@meltolit.se - 031-748 52 25 - www.meltolit.se 

  

  

AAllSSii1122  
 

AWS A 5.1:  ER 4047 ISO 18273: S-Al 4047 
 

 

DESCRIPTION 
Aluminium tig wire for welding and brazing. Good mechanical characteristics and its 
generally used for brazing aluminium sheets, for extrusions, castings and automotive 
industry. High silicon reduces melting point and increases fluidity. 

WELDING POSITIONS CURRENT GAS 

 

DC (+) Mig 
AC Tig 

Ar(I1) 

MECHANICAL PROPERTIES 

Rm  (Mpa) Rp 0,2 (Mpa) A5 (%) Hardness 

140 80 20  

WELD METAL COMPOSITION(%) 

Mg  Mn Fe Al Si Cu   
0,1 0,15 0,6 rest <13,0 0,3   

PACKAGING & WELDING PARAMETERS 

Mig(mm) 1,0 1,2   

Kg/spool 7 7   

Ampere(A) 9MALSI1201 9MALSI1212   
Tig(mm) 1,0x1000 1,6x1000 2,0x1000 2,4x1000 

 3,2x1000    
Kg/box 2,5 2,5 2,5 2,5 

 9M4810R001 9M4815R001 9M4820R001 9M4824R001 
 9M4830R001    

 

mailto:info@meltolit.se

