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336611  MMCCWW  
EN ISO 17633-A: T Z 19 13 Si N L M M12 1 

W.N 1.4361 

 

DESCRIPTION 
Metal cored stainless steel wire suitable for welding mathing silicon enhanced austenitic 
steels according to 1.4361.  Excellent weld metal quality and X-ray soundness. Especially 
good corrossion resistant to concentrated nitric acid(<90%) up to boiling point, suphuric 
acid  and other nitric oxidizing environments. 

WELDING POSITIONS CURRENT GAS 

     

DC+   Ar/Co2(M12) 

BASE MATERIALS 

1.4361, S30600, S32615, X1 CrNiSi 18-5-4, Uranus S1, AISI 306, F46 
MECHANICAL PROPERTIES 

Rm  (Mpa) Rp 0,2 (Mpa) A5 (%) KV(j) 

780 520 30 20°: 55 

WELD METAL COMPOSITION(%) 
C Mn Si Cr Ni N S P 

0,02 1,7 4,0 19,5 13,0 0,1 0,006 0,02 
PACKAGING AND WELDING PARAMETERS 

Dimension (mm) 1,2   

Volt (V) 17-38   

Ampere(A) 80-280   

Stick out (mm) 10-25   

Gas flow (l/min) 12-20   
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